
The Pencil Durometer is for use by people on the go.  Its rugged design makes it 
ideal for carrying in a pocket.  The instrument has an easy to read vernier scale 
graduated in increments of five points with interpolation to two points possible.  
The vernier push rod is held in place magnetically to hold the reading when the 
instrument is removed from the test specimen.  It is capable of maximum readings 
only.  The Pencil Durometer eliminates the use of gears, cams, dials, dial hands 
and crystals, thus obviating the necessity of recalibration due to strenuous use. 
 

Features Include  
· Satin hard chrome and anodized finish, polished stainless steel presser foot, 

Teflon bushing on the indentor shaft, precision stainless steel mainspring. 
· Can be used in any position. 
· Hardness readings can be made in “blind” locations where the vernier scale is 

not visible. 
· Vinyl sheath and cleaning brush. 

����������	
������

179 

�


���������
�����
�������������
�����������������������������

�
���������������
   !"��������"��������!����

PPP-407010000 - Quadrant Style  
Durometer Gauge 

The Quadrant Durometer is used for hardness testing of cellular, soft and hard 
rubber and plastic materials.  Its small, lightweight, and rugged design makes 
it ideal for manual applications.  It can be easily carried in a pocket.  The dial 
is graduated from 0-100 in five-point increments with a pointer sweep of 74
. 
 

Features Include  
· Rugged housing, indentor guard, an independent movement assembly, 

precision bronze mainspring and an acrylic dial face. 
· Can be used in any position. 
· Vinyl covered steel carrying case and test block 

PPP-407030000 - Round Style 
Durometer Gauge  

The Round Durometer was designed to satisfy the industries’ needs for a unit with 
a scale graduated in increments of one rather than five.  Its evolution, thru the 
years, has produced the most accurate analog Durometer in the world.  This Du-
rometer may be manually applied or, for better repeatability and accuracy, 
mounted on a applicable Operating Stand. 
 

Features Include  
· Rugged housing and movement frame, an independent movement assembly, 

stainless steel precision compression mainspring, indentor guard, Teflon 
bushing and glass lens that resists scratching and discoloration. 

· Can be used in any position. 
· New design allows easy recalibration in conjunction with a Durocalibrator.  
· Vinyl covered steel carrying case and test block. 

PPP-407000000 - Pencil Style 
Durometer Gauge  


